3216

S14

LEGEND

/-\ = SECTION CORNER LOCATED,
NOT MONUMENTED

A = SECTION CORNER LOCATED

P.I. = POINT OF INTERSECTION
P.O.B. = POINT OF BEGINNING

W.D. = WARRANTY DEED

NOTE:
Book (BK) and Page (PG) refer to items on file with
the Recorder's Office of Duchesne County, Utah.
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Sec. 22

NO01°43'06"E - 1321.16'

N89°57'58"W - 1320.35'

Section Line

T2S, R3W, U.S.B.&M.

N89°57'58"W - 1320.35'

S$89°17'03"W - 1322.96'

East 1/16 Corner: 523
(Northeast Corner NW 1/4 NE 1/4)
Found no remaining evidence of Corner

Mon

ument nor its accessories. Determined

the position for the 1/16 corner to be at
proportionate distance. At the point for the
1/16 corner we set a 3", 2015 aluminum

cap

on a 3/4" rebar, 0.7' above ground and

constructed a mound of stones, 1.0' base,

0.6'

high, around monument.

$89°17'03"W - 1322.96'

% §15/S14
Section Corner. 522|523

Found and accepted 2.5" Duchesne County
Surveyor Aluminum Cap, flush with ground
in a mound of stones, 2.0' base, 0.9 high.
As Reference Points to the Monument we
set 2, 5/8" Rebars with Blue Plastic Caps
(Stamped LS 8704293) which bear
S88°28'28"E 45.49' and S00°19'11"W
46.96' from the corner.

N89°57'44"W - 1325.81'

T 1/16 Corner

|

NO1°28'54"E - 1321.10"

|

A

|

S14

1/4 Comer. 23

orner:
Found and accepted Yellow Plastic Cap
(Stamped PLS 3154) on a 5/8" rebar, 0.2'
above ground at fence corner. We replaced

Plastic Cap with 3", 2015 Aluminum Cap on
a 3/4" rebar, 0.2' above ground. As

Reference Points to the Monument we set

4, 5/8" Rebars with Blue Plastic Caps
(Stamped LS 8704293) which bear

$89°38'24"E 49.50', S89°38'35"W - 56.17",

S00°58'50"W - 54.52', and S00°53'18"W

41.86' from the corner.

N89°57'44"W - 1325.81'

NO1°14'42"E - 1321.06'

1/4 Section Line

NW 1/4 NE 1/4 S

BEGINNING OF
PROPOSED ROAD
RIGHT-OF-WAY

STA. 0+00
(At Existing Road)

P.I1.1+29

P.1.3+08.67

P.1.4+53.53

S89°31'46"W - 1327 4T'

Section Line T

MAX W. ANDERSON INVESTMENT
KEVIN J. & MAYLENE ROWLEY

NO01°02'34"E - 1326.60'

|
|

S10°33'18"E 129.72'
T2

S$21°37'09"E 178.95'

$32°37'23'E 144.86'
|

]

S49°21'11"E 303.08'

P.1.7+56.61 S89°31'46"W - 1327 .47'

NE 1/4 NE 1/4

W.D. BK. A0358, PG. 337-340

N,
G

N00°50'31"E - 1332.15'

North 1/16 Corner:
Found no remaining evidence of Corner
Monument nor its accessories. Determined
the position for the 1/16 corner to be at
proportionate distance. At the point for the
1/16 corner we set a 3", 2015 aluminum
cap on a 3/4" rebar, 0.1' above ground with
a metal "T" post 1' North of cap.

NO1°43'06"E - 1321.16'

1/16 Corner

S89°54'26"W - 1331.63'

T 1/16 Corner

|
|

NO01°28'10"E - 1317.97'

1/16 Corner:
Found no remaining evidence of Corner

Monument nor its accessories. Determined

the position of the 1/16 corner to be at a

fence corner. At the point for the 1/16
corner we set a 3", 2015 aluminum cap on
a 3/4" rebar, 0.4' above ground.

1/16 Corner

S89°54'26"W - 1331.63'

NO1°13'10"E - 1314.81"

|

S89°54'26"W - 1331.63'

NE 1/16 Corner:

Found no remaining evidence of Corner
Monument nor its accessories. Determined
the position forthe 1/16 corner to be at
proportionate distance. At the point for the
1/16 corner we set a 3", 2015 aluminum
cap on a 3/4" rebar, 0.5' above ground.

NO1°01'46"E - 1323.47'

S40°53'54"E 255.60'

P.I.10+12.21

P.1.12+18.87

S24°29'50"E 230.08'

P.1.14+48.95

S03°11'16"W 186.55'

P.1.16+35.50

S$19°09'44"W 221.96'

P.1.18+57.46

S08°02'57"E 148.92'
P.1.20+06.38

S05°15'03"W 284.46'

S32°13'10"E 206.66'

~___ Centerline of Proposed
Road Right-of-Way

SE 1/4 NE 1/4

S$89°54'26"W - 1331.63'

NO0°50'31"E - 1332.15'

N89°36'48"W - 5281.28' /I/

y S

Section Corner: ol +822

Found 1" Aluminum Cap (Stamped LS
148951) on a 5/8" rebar, 1.0' above ground.
As Reference Points to the Monument we
set 2, 5/8" Rebars with Blue Plastic Caps
(Stamped LS 8704293) which bear
S05°20'16"E 47.43' and N83°49'18"W
45.32' from the corner.

NO00°07'06"E - 2628.71'

Section Line

S21|822
A  Section Corner: S28/S27

Found 2.5", 2003 Duchesne County

1/4 Corner: 822+823
Found no remaining evidence of Corner

Monument nor its accessories. Determined
the position for the 1/4 corner using Survey
Plat 1034 as filed with the Duchesne
County Surveyor's Office. At the point for
the 1/4 corner we set a 3", 2015 aluminum
cap on a 3/4" rebar, 0.4' above ground with
a metal "T" post 1.0' North of cap. As
Reference Points to the Monument we set
2, 5/8" Rebars with Blue Plastic Caps
(Stamped LS 8704293) which bear
N88°53'44"E 61.99' and S00°49'45"E 61.18'
from the corner.

|
|
L
&
|
|

Sec. 23

Center 1/4 Corner

Found no remaining evidence of Corner
Monument nor its accessories. Determined
the position for the 1/16 corner to be at
proportionate distance. At the point for the
1/16 corner we set a 3", 2015 aluminum
cap on a 3/4" rebar, 0.4' above ground with
a metal "T" post 1.0' North of cap.

1/4 Section Line + N,
. N
Center East 1/16 Corner: P.1.22+90.84

NO0°26'59"E - 1325.76'

S15°42'35'"W 145.09'

P.1.24+35.93

S10°43'26"E 221.87'

P.1.26+57.80

S23°02'39"E 212.76'
P.1.28+70.56
S14°52'26"E 211.09'

P.1.30+81.65
S11°42'02"E 121.72'
P.1.32+03.37

356.85
S00°49'33"W

P.1.35+60.22

NE 1/4

SE 1/4

N N89°49'15"W - 1322.46' *

N00°50'31"E - 1332.15'

Section Line

NOO°00'49"E - 2612.69' (Tie-only)

SE 1/16 Corner:
Found and accepted an old Fence Post and

S09°45'42"E 123.07'
P.1.36+83.29

NOO°S0'31"E (Basis of Bearings) 1332.15'

Surveyor Aluminum Cap, 0.4' below road
surface. As Reference Points to the
Monument we set 2, 5/8" Rebars with Blue
Plastic Caps (Stamped LS 8704293) which
bear $33°47'41"E 60.27' and S30°15'38"W
66.18' from the corner.

lath (approximately 4' from proportioned 1& @
position) as best available evidence for the . @6%}
1/16 . At the point for the 1/16 sl SE 1/4 SE 1/4 @;c&
we set a 3", 2015 aluminum cap on a 3/4 >,
rebar, 0.5' above ground and constructed - ( T T ©
mound of stones, 2.0' base, 0.6' high, around £ - ™~ P.1L.39+52.15
’ monument. & o il
E . g ———————— N\ $29°37'57"E 148.30'
B / /| Pile A\
3 /=== 1V} p.r4a1+00.45
© Vir— 7 |2l S ,
= / ‘.‘ l“ Pit \ i \SOS 43'36"W 129.14
K f ' ‘ I " \— - ",/’ P.1.42+29.59
= See Detail | | | . > K s57°33'46"W 52.41'
= : at Right : Proposed ~ /
- o & “
5 @ \ B Well Head F‘.
- g i |
| S \ :,=|__,,j_f___~._,:{ '
" \— Pl \
| - i \—— 2,
- ~ 4 NS
[79) # b
©® N .
@ ‘ S \'g,
g END OF PROPOSED \ 2
z . ROAD RIGHT-OF-WAY \G
STA. 42+82.00 N9
' (At Surface Disturbance Boundary) \
N89°32"14"W - 1322.03' x 23 JF xr i
S22|S23 = . N89°32'14"W -4 .03 L PV L '
Section Gorner: $27/526 West 1116 Comer: S35 — —— B W-ee 523 NB9°32'14"W - 1322.03
) : S26 East 1/16 Corner: 'S26

Found 1.5" Aluminum Cap, 2.0' above
ground surrounded by a mound of stones,
3.5' base, 2.0' high. As Reference Points to
the Monument we set 2, 5/8" Rebars with
Blue Plastic Caps (Stamped LS 8704293)
which bear S09°39'22"W 58.50' and
N84°15'07"W 50.98' from the corner.

Found no remaining evidence of Corner
Monument nor its accessories. Determined
the position for the 1/16 corner to be at
proportionate distance. At the point for the
1/16 corner we set a 3", 2015 aluminum
cap on a 3/4" rebar, 0.6' above ground with
a metal "T" post 1.0' North of cap.

Found no remaining evidence of Corner
Monument nor its accessories. Determined
the position for the 1/16 corner to be at
proportionate distance. At the point for the
1/16 corner we set a 3", 2015 aluminum
cap on a 3/4" rebar, 1.6' above ground, we
constructed a mound of stones, 3.0' base,
1.5' high around monument. As Reference
Points to the Monument we set 2, 5/8"
Rebars with Blue Plastic Caps (Stamped LS
8704293) which bear S42°39'42"E 62.81'
and N41°33'06"E 51.22' from the corner.

Found no remaining evidence of Corner
Monument nor its accessories. Determined
the position for the 1/16 corner to be at
proportionate distance. At the point for the
1/16 corner we set a 3", 2015 aluminum
cap on a 3/4" rebar, 0.6' above ground.

s
Section Corner: 523|524

Found and accepted a 3", 2003 B.L.M.
Aluminum Cap 0.7' above ground in a
mound of stones, 1.5' base, 0.6' high. As
Reference Points to the Monument we set
2, 5/8" Rebars with Blue Plastic Caps
(Stamped LS 8704293) which bear
S$86°06'35"E 53.28' and N01°33'12"E 65.85'
from the corner.

323{524

523|524
1/4 Corner:
Found no remaining evidence of Corner
Monument nor its accessories. Determined
the position for the 1/4 corner to be at
proportionate distance. At the point for the
1/4 corner we set a 3", 2015 aluminum cap
on a 3/4" rebar, 1.0' above ground, we
constructed a mound of stones, 1.5' base,
0.8' high, around the monument. As
Reference Points to the Monument we set
2, 5/8" Rebars with Blue Plastic Caps
(Stamped LS 8704293) which bear
N37°20'28"W 55.66' and N64°10'51"E
63.81' from the corner.

Pad Disturbance Boundary

BADLANDS ENERGY-UTAH, LLC

PROPOSED SURFACE DISTURBANCE
BOUNDARY & ROAD RIGHT-OF-WAY
ON PRIVATE LANDS SERVING THE
ANDERSON 44-23-2-3W WELL SITE

Located In the East 1/2 of
Section 23, T2S, R3W, U.S.B.&M.
Duchesne County, Utah

ROAD RIGHT-OF-WAY DESCRIPTION

A RIGHT-OF-WAY FOR ROAD PURPOSES, BEING A 27' WIDE STRIP OF LAND
LOCATED IN THE EAST 1/2 OF SECTION 17, T2S, R3W, U.S.B.&M. DUCHESNE
COUNTY, UTAH. THE CENTERLINE OF SAID STRIP BEING DESCRIBED AS FOLLOWS:

BEGINNING AT A POINT IN THE NW 1/4 NE 1/4 OF SECTION 17, T2S, R3W,
U.S.B.&M. DUCHESNE COUNTY, UTAH WHICH BEARS S17°07'15"W 730.65' FROM
THE NORTHEAST CORNER OF SAID NW 1/4 NE 1/4; HENCE S10°33'18"E 129.72;
THENCE S21°37'09"E 178.95'; THENCE S32°37'23"E 144.86'; THENCE S49°21'11"E
303.08'; THENCE S40°53'54"E 255.60'; THENCE S32°13'10"E 206.66'; THENCE
S24°29'50"E 230.08'; THENCE $03°11'16"W 186.55'; THENCE S19°09'44"W
221.96'; THENCE S08°02'57"E 148.92'; THENCE S05°15'03"W 284.46'; THENCE
S15°42'35"W 145.09'; THENCE S10°43'26"E 221.87'; THENCE S23°02'39"E
212.76'; THENCE S14°52'26"E 211.09'; THENCE S11°42'02"E 121.72'; THENCE
S00°49'33"W 356.85'; THENCE S09°45'42"E 123.07'; THENCE S28°03'43"E
268.86'; THENCE S29°37'57"E 148.30'; THENCE S08°43'36"W 129.14'; THENCE
S57°33'46"W 52.41' TO A POINT IN THE SE 1/4 SE 1/4 OF SAID SECTION WHICH
BEARS N32°41'24"W 854.55' FROM THE SOUTHEAST CORNER OF SAID SECTION.
AT ITS SOUTHERN TERMINUS, THE SIDE LINES OF SAID STRIP BEING SHORTENED
OR LENGTHENED TO TERMINATE AT THE ANDERSON 44-23-2-3W SURFACE
DISTURBANCE BOUNDARY. BASIS OF BEARINGS IS THE EAST LINE OF SAID SE 1/4
SE 1/4 WHICH IS TAKEN FROM GLOBAL POSITIONING SATELLITE OBSERVATIONS
TO BEAR NO0°50'31"E. CONTAINS 2.654 ACRES MORE OR LESS.

ROAD RIGHT-OF-WAY WIDTHS / LENGTHS

LENGTH |LENGTH | LENGTH AREA
IN FEET |IN RODS|IN MILES | IN ACRES

4,282.00"| 259.52 | 0.811 2.654

FROM TO WIDTH

STA. 0+00 [STA. 42+82.00| 27"

SURFACE DISTURBANCE BOUNDARY DESCRIPTION

BEGINNING AT A POINT IN THE SE 1/4 SE 1/4 OF SECTION 23, T2S, R3W, U.S.B.&M.
DUCHESNE COUNTY, UTAH WHICH BEARS N32°41'24"W 854.55' FROM THE
SOUTHEAST CORNER OF SAID SECTION; THENCE S02°44'58"W 104.60'; THENCE
S01°51'45"E 72.08'; THENCE S43°28'32"W 40.59'; THENCE S86°28'31"W 188.24"; THENCE
S$89°04'18"W 262.19'; THENCE N46°31'28"W 41.14'; THENCE NO01°31'28"W 346.19"; THENCE
N30°44'10"E 101.07'; THENCE N88°08'15"E 424.53'; THENCE S35°39'45"E 89.88"; THENCE
S02°44'58"W 180.43' TO THE POINT OF BEGINNING. BASIS OF BEARINGS IS THE EAST
LINE OF SAID SE 1/4 SE 1/4 WHICH IS TAKEN FROM GLOBAL POSITIONING
SATELLITE OBSERVATIONS TO BEAR N00°50'31"E. CONTAINS 5.378 ACRES MORE OR

LESS.

e SURFACE DISTURBANCE
— T ~_ BOUNDARY:
ANDERSON 44-23-2-3W
Contains 5.378 Acres

N88°08'15"E 424.53' 4‘\

S35°39'45"E 89.88'

South 1/16 Corner: 323+324

Found no remaining evidence of Corner
Monument nor its accessories. Determined
the position for the 1/16 corner to be at
proportionate distance. At the point for the
1/16 corner we set a 3", 2015 aluminum
cap on a 3/4" rebar, 0.5' above ground with
a metal "T" post 1' North of cap.

S$23|S24
Section Corner: 526|525

Found and accepted set stone with old
lathe next to it. We replaced stone with 3",
2015 Aluminum Cap on a 3/4" rebar, 0.5'
above ground, we buried stone alongside
monument and constructed a mound of
stones, 2.0' base, 0.6' high around
monument. As Reference Points to the
Monument we set 2, 5/8" Rebars with Blue
Plastic Caps (Stamped LS 8704293) which
bear N66°42'13"W 76.14' and N37°58'44"E
65.57' from the corner.

Contains 4.467 Acres
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SURVEYOR'S CERTIFICATE

I BROCK J. SLAUGH, DO HEREBY CERTIFY THAT I AM A PROFESSIONAL LAND
SURVEYOR AND THAT I HOLD CERTIFICATE #8704293 AS PRESCRIBED BY THE
LAWS OF THE STATE OF UTAH. I FURTHER CERTIFY THAT THIS PLAT AND ITS
COMPUTATIONS AND FIELD SURVEYS NECESSARY FOR THE DATA COMPILED

D P
-.- -p‘veq{e"“
LICENCE NG:§70429
STATE OF UTAH

SURVEYED BY: T.A.

DRAWN BY: SMR. T E

stk Engineering & Land Surveying

209 North 300 West « Vernal, Utah
(435) 789-1365

SCALE: 1"=300'

FILE:




